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§60.72 Construction records.

(a) DOE shall maintain records of
construction of the geologic repository
operations area in a manner that en-
sures their useability for future gen-
erations in accordance with §60.51(a)(2).

(b) The records required under para-
graph (a) shall include at least the fol-
lowing:

(1) Surveys of the underground facil-
ity excavations, shafts, and boreholes
referenced to readily identifiable sur-
face features or monuments;

(2) A description of the materials en-
countered;

(3) Geologic maps and geologic cross
sections;

(4) Locations and amount of seepage;

(5) Details of equipment, methods,
progress, and sequence of work;

(6) Construction problems;

(7) Anomalous conditions encoun-
tered;

(8) Instrument
and analysis;

(9) Location and description of struc-
tural support systems;

(10) Location and description of
dewatering systems; and

(11) Details, methods of emplace-
ment, and location of seals used.

locations, readings,

[48 FR 28222, June 21, 1983, as amended at 53
FR 19251, May 27, 1988]

§60.73 Reports of deficiencies.

DOE shall promptly notify the Com-
mission of each deficiency found in the
characteristics of the site, and design
and construction of the geologic reposi-
tory operations area which, were it to
remain uncorrected, could: (a) Be a
substantial safety hazard, (b) represent
a significant deviation from the design
criteria and design bases stated in the
application, or (c) represent a devi-
ation from the conditions stated in the
terms of a construction authorization
or the license, including license speci-
fications. The notification shall be in
the form of a written report, copies of
which shall be sent to the Director and
to the appropriate Nuclear Regulatory
Commission Regional Office listed in
appendix D of part 20 of this chapter.

[48 FR 28222, June 21, 1983]

§60.75

8§60.74 Tests.

(a) DOE shall perform, or permit the
Commission to perform, such tests as
the Commission deems appropriate or
necessary for the administration of the
regulations in this part. These may in-
clude tests of:

(1) Radioactive waste,

(2) The geologic repository including
its structures, systems, and compo-
nents,

(3) Radiation detection and moni-
toring instruments, and

(4) Other equipment and devices used
in connection with the receipt, han-
dling, or storage of radioactive waste.

(b) The tests required under this sec-
tion shall include a performance con-
firmation program carried out in ac-
cordance with subpart F of this part.

[48 FR 28222, June 21, 1983]

§60.75 Inspections.

(a) DOE shall allow the Commission
to inspect the premises of the geologic
repository operations area and adja-
cent areas to which DOE has rights of
access.

(b) DOE shall make available to the
Commission for inspection, upon rea-
sonable notice, records kept by DOE
pertaining to activities under this part.

(c)(1) DOE shall upon requests by the
Director, Office of Nuclear Material
Safety and Safeguards, provide rent-
free office space for the exclusive use of
the Commission inspection personnel.
Heat, air-conditioning, light, electrical
outlets and janitorial services shall be
furnished by DOE. The office shall be
convenient to and have full access to
the facility and shall provide the in-
spector both visual and acoustic pri-
vacy.

(2) The space provided shall be ade-
quate to accommodate a full-time in-
spector, a part-time secretary and
transient NRC personnel and will be
generally commensurate with other of-
fice facilities at the geologic repository
operations area. A space of 250 square
feet either within the geologic reposi-
tory operations area’s office complex
or in an office trailer or other onsite
space at the geologic repository oper-
ations area is suggested as a guide. For
locations at which activities are car-
ried out under licenses issued under
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